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Declaration of Conformity 
4-102 / 4-110 – StressPly Flex 

 

1. Identification Code:   4-102 / 4-110  
2. Intended Use:   Roof sheets in buildings 
3. Manufacturer:   The Garland Company UK Limited, Second Way Centre, Second Way, 

Avonmouth, Bristol BS11 8DF 
4. System of AVCP:   AVCP 2 
5. Harmonised Standard:  EN 13707:2004+A2:2009 Flexible sheets for waterproofing - Reinforced bitumen sheets for    

                                                 roof waterproofing 
6. Notified Body:   0836 
7. Declaration of Conformity:  

 

 

Properties Norms Unit Value Tolerance 

Physical Data 

Type of compound   SBS  

Type of reinforcement   Reinforced polyester mat  

Finish upper face   Slate granules  

Finish lower face   PE film  

Length EN 1848-1 m 7.5 ±1% 

Width EN 1848-1 m 1 ±1% 

Thickness EN 1849-1 mm 4.6 ±5% 

Mechanical Data     

Watertightness EN 1928 kPa 100 ≥ 

Cold temperature flexibility EN 1109 °C -25 ≤ 

Visible defects EN 1850-1  NO  

Flow resistance EN 1110 °C 100 ≤ 

Tensile strength L EN 12311-1 N/5 cm 1000 ±20% 

Tensile strength T EN 12311-1 N/5 cm 800 ±20% 

Elongation at break L EN12311-1 % 40 ±15 ABS 

Elongation at break T EN 12311-1 % 40 ±15 ABS 

Nail tear strength L EN12310-1 N 450 ±10% 

Nail tear strength T EN12310-1 N 450 ±10% 

Static puncture resistance EN 12730 kg 20 ≥ 

Shear strength joints EN 12317-1 N/5 cm 800 / 700 ±20% 

Fire Performance     

Fire resistance EN 13501-5  BROOF(t4)  

Fire reaction EN 13501-1  NPD  

Application Data     

Minimum application temp  °C 5  

Minimum slope  % 1.5  
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Note: This product does not contain asbestos or tar 

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of conformity is issued 
under the sole responsibility of the manufacturer identified above. 

 
Signed for and on behalf of the manufacturer by: 

Mr Tim Jones (Managing Director)  

 

 

 


