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Product Description.  

The R-MER COMPOSITE trapezoidal insulated roof panel can be used for pitched roofs, horizontal and vertical 
wall application and an external insulated cladding panel for industrial commercial and public buildings. Due to its 
metal inner and outer sheet, it combines thermal resistance with large spans. The minimum pitch to be applied is 4° 
or more after deflection. 

The profiles trapezoidal outer sheet allows for external services, such as PV panels, to be installed without 
compromising on the performance of the system. R-MER COMPOSITE is available in a wide range of thickness 
and in continuous lengths of up to 13m. 

 

 
 

Features: 

• Easy handling and installation 

• Suitable for roof and wall application for new build and renovation 

• Faster than standard built-up systems 

• Manufactured in accordance to EN ISO 9001 

• CE-marked 

• Wide range of colours and coatings 

• High thermal performance PIR foam insulation 

• Environmentally sustainable PIR foam with zero ozone depletions and low global warming impact. 

• Inner sheet comes as standard in 15µ polyester in RAL 9002. 

• Supplied with factory applied seal on side lap 

• Available in cut lengths of up to 16m 

• Integrated insulated polycarbonate roof lights are available 

• Matching single skin profiles in metal or polycarbonate are available.
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Uses 

The R-MER COMPOSITE ROOF panel system is a versatile external waterproofing solution suitable for all types of 
use including industrial, agricultural, and residential.  

 

Thermal Performance 

 
 
Technical Characteristics 
 
Standard Length 

• From 2550 to 20500 mm 
 

Effective Width 
• 1000 mm 

 
Type of Metal 

• Outer Plate (A): 
o Steel S280 GD trapezoidal steel plate, type 45-333-1000 
o Thickness: 0.60 mm (0.50 mm and 0.70 mm available on request) 
o Coatings: Ultra 75, Essential (25 µ), Ultra 60, HPS 200 Ultra® (according to color chart) 

• Inner Plate (B): 
o MR101_Colorflow lightly profiled steel plate 
o Thickness: 0.40 mm, RAL 9002 15µ 
o (For other options, contact your Garland Regional Manager) 

 
Fastening 

• With support bracket on the wave 
 

Roof Pitch 
• ≥ 5° 
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Accessories 

• Skylights 
• Support brackets 
• Folding work 
• Filler strips 

 
Material Options 

• Galvanized Steel 
• Pre-painted Steel 

 
Dimensions & Tolerances 
 

• Static Calculation: EN 10346:2015 
• Tolerances: EN 10143:2006 
• Coatings Standard: EN 10169:2022 
• Geometry Standard: EN 14509:2013 

 
Insulation Core 
 

• Material: Polyisocyanurate (PIR) 
• Density: 40 ± 5 kg/m³ (without CFC-HCFC) 
• Fire Class: B-s2,d0 according to EN 13501-1:2019 

 
Certificates 

• Mechanical Certification: Z-10.49-691 
• Environmental Certification: EPD-PPA-20240128-CBG1-EN 
• Optional Approval: FM-Approval – on request  

 
Important Notes 
 
To ensure you have the latest version of this document, please download the latest version from our 
website: 
 
 
 
 
 
 
 
 


