R-MER Tile ST (Traditional profile)
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Product Description

A modern flat traditional profile, perfect for use on educational buildings, commercial buildings, and lots of other

buildings.

Gray Brown Rustic Teracotta  Moss

Product lllustrations & Finishes
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Graen
Advantages
e British Made
e Designed to give a traditional Slate appearance
o Lightweight
e Low pitch
¢ Good vandal resistance (0.9mm)
e Quick installation
° Cost effective Acrylic Top Coat ===
e Virtually maintenance free T
o Extensive range of accessories and flashings e S
available
e  Fully dry-fixed e e
e Guaranteed for 40 years against weather penetration pbsmm Gﬂ?ﬂ"zsﬁ.iss[:sﬂ =
e Full technical support available Epoxy Primer ==
Polyester Coating e

Technical Data

Min. pitch: 12°

Max. pitch: 90°

Overall width: 1310mm

Cover width: 1250mm

Side lap: 60mm

Step: 22mm

Batten gauge (0.45mm): 369mm
Batten gauge (0.9mm): 367mm
Individual Slate width: 250mm
Roof cover per slate panel: 0.46m?
Slate panels per m% 2.17

Steel base: 0.45mm & 0.9mm
Weight as laid per m?: 7kg & 11kg
Fire resistance: AA classification equal to traditional roof tiles and slates
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